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DATA LOGGER & TEMP./RH TRANSMIT TER SERIES

2* FLP - Flameproof Enclosure  * WP - Weatherproof Enclosure  * Kindly ask for detail Catalogue and specification of each product

TC-800-PM

• Fixed Input
    Wall Mount

• 2 Common 
    Relay Output

• RS-485

• Log 5000 
    Records     

• Exd  IIA/IIB  • IP-66
• Fixed Input Panel Mount
• 2 Common Relay Output

• Log 5000 Records  
• RS-485

DATA SCANNER & LOGGER SERIES

TC-800-WP TC-800-FLP TC-800-MS

• 4 Common 
     Relay O/P

• Isolated
    RS-485 O/P
• USB data Logging

• Addon Relay
    

• Ethernet WiFi
• Lora & Lorawan

•Universal Input

 
 

• 4 Common 
    Relay O/P

• Isolated
    RS-485 O/P

• USB data Logging

• Addon Relays
    

• Exd  IIA/IIB 

•Universal Input

 
 

UNIVERSAL DATA SCANNER & LOGGER SERIES - 8 CHANNELS

UIP-800-PMH

•Universal Input

 
 

•4 Common Relay O/P
• Isolated RS-485 O/P
• USB data Logging

•Addon Relays
    

UIP-800-WP UIP-800-FLP UIP-800-MS

• IP-66

• 4 Common 
    Relay O/P

• Isolated
    RS-485 O/P

• USB data Logging

• Addon Relays
    

• Exd IIA/IIB 
•IP-66

•Universal Input

 
 

• 4 Common 
     Relay O/P

• Isolated
    RS-485 O/P
• USB data Logging

• Addon Relay
    

• Ethernet WiFi
• Lora & Lorawan

•Universal Input

 
 

UNIVERSAL DATA SCANNER & LOGGER SERIES - 16 CHANNELS

UIP-1600-WP UIP-1600-FLP UIP-1600-MS

REMOTE MONITORING SYSTEM

• Display : 
    4.3”, 7”& 10.2"

•OUTPUT : 2 relay, 
    RS-485, 
    TCP/IP (Optional) 

HMI -WP HMI- FLP HMI-MS

• INPUT : RTD PT-100, thermocouple,
    4-20mA  0 to 10V 

• Alarm indication

• Display : 
    4.3”, 7”& 10.2"

•OUTPUT : 2 relay, 
    RS-485, 
    TCP/IP (Optional) 

• INPUT : RTD PT-100, 
    thermocouple,
    4-20mA  0 to 10V 

• Alarm indication

• Display : 
    4.3”, 7”& 10.2"

•OUTPUT : 2 relay, 
    RS-485, 
    TCP/IP (Optional) 

• INPUT : RTD PT-100, 
    thermocouple,
    4-20mA  0 to 10V 

• Alarm indication

•HMI Size Supported : 
    7”, 10.2” & 12”
• 4-20mA Input 
• RS-485 Input & Output         
• TCP / IP (Optional)  
• Alarm indication

• 24 VDC or Potential free

     Relay outputs f   & or Valves Alarms
• ,  Data Logging Alarm and Audit reports, etc.

 IM-4816/24/32 PANEL

• Fast and reliable output.

•Temp. range : -20 to 60ºC 
    with accuracy of ± 0.5 ºC.

•Relative Humidity range is 
   0 to 100%RH with 
   accuracy of  ±2%RH.

•Output :  4-20mA, RS-485 
   relay outputs  

TRH-554-WP

•  Fast and reliable output

•  User Friendly, Simple To Operate 
     & Easy To Install
•  Standard 4-20mA signal outputs 
     • Software Calibration- No Trimpots 

 LOOP POWERED TRANSMITTER

AMBETRONICS

9999

•  Fast and reliable output 
•  Universal type Input : 

RTD, J, K, R, S

•  User Friendly, Simple To 
     Operate & Easy To Install

•  Standard 4-20mA signal 
     outputs with configurable range.

TMP-215-WP TMP-215-FLP

•  Universal type Input : 
     RTD, J, K, R, S

TEMPERATURE TRANSMITTER  

• Excellent Long Term Stability

• Sensor Accuracy : ± 0.5°C
• available in customized size

• USB data Logging•Addon Relays
    

•Universal Input

 
 

•4 Common Relay O/P • Isolated RS-485 O/P

UIP-1600-PMH

INTELLIGENT MONITORING SYSTEM

ACK

INTELLIGENT MONITORING SYSTEM

044.8

025.3

HUMI-218-WP SENSORS

RTD PT-100-SENSORS

Pencil
 Type

Flameproof Weatherproof

DUCT MOUNT TEMP. &
 HUMIDITY TRANSMITTER 

TRH-554-WP-DUCT

Cable length extended upto 5 meter

2-WIRE LOOP POWERED HUMIDITY TRANSMITTERS
HUMI-218-FLP 

• LCD Display with Backlight

• Indication Humidity 
    UNIT  ‘%RH’
• Range - 0 to 100% RH
• Configurable Loop O/P,  
     Load Max. 820  @ 24VDCW

• Exd IIC T6  •IP-66
• CMRI Tested Enclosure

• Max. 5 meter extended probe available

TEMP.&
HUMIDITY INDICATOR 

AMBETRONICS

77.8

• L.C.D. Display with Backlight

• Indication Humidity UNIT ‘%RH’

• IP-65

• Range - 0 to 100% RH

• Max. 5 meter extended probe
     available

• Configurable Loop O/P,  
     Load Max. 820  @ 24VDCW

3 - WIRE TEMPERATURE & HUMIDITY TRANSMITTERS
TRH-554-FLP-HCF

• Inbuilt Hooter cum Flasher

• 2x4-20mA current output
            each for Temp. & RH

• Exd IIC T6   •IP-66

• CMRI Tested Enclosure 
     & Hooter cum Flasher

• Dual LED Display for  
      Temp. & RH Indication

•4 Common Relay
   Output

• Isolated RS-485 
   Output
     

• USB data Logging

•Universal Input, RTD, Thermocouple,4-20mA

 
 

• IP-65

•Universal Input, RTD, Thermocouple,4-20mA

 
 

•4 Common Relay
   Output

• Isolated RS-485 
   Output
     
• USB data Logging

• IP-65

• Log 8000 Records     

• Log 8000 Records     

• Fixed Input 

     Wall Mount

• 2 Common 

    Relay Output

• RS-485 O/P

• Log  5000 

    Records  

• IP-65

• Fixed Input
     Wall Mount

• RS-485 O/P

•  2 Common 
     Relay Output

• Log  5000 
    Records  

• IP-50
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 CONTINUOUS TEMPERATURE MONITORING SYSTEM 

230VAC
Main Supply

RS-485 MODBUS RTU O/P 
(4 core cable)

24V DC

Smart IoT System

Cloud
 Dashboard

ambeiiot.com

CLOUD MQT T

SMS & E-mail alert
 In case of 

Temperature
excursion 

025.3

044.8

 LOOP POWERED TRANSMITTER

AMBETRONICS

9999

TMP-215-WP/FLP
Temp. Transmitter

RTD PT-100
FLP /WP Sensors HUMI-218-WP/FLP

Humidity Transmitter

RTD PT-100
Pencil Type Sensors

Level
Transmitter

Pressure
Sensor

TRH-554-WP/FLP
Temp./RH Transmitter

Security Area
Hooter cum

Flasher

(For audio-visiual alert)

230VAC
Main Supply

4-20mA

Remote 
monitoring system

8 CH./16CH. 
Data Logger / Scanner

Hooter cum Flasher

RTD Teflon
Cable

(3 core cable)

RS-485 to
USB converter

Hooter cum
Flasher

Smart Log Software 
21 CFR Compliance

Input-1 Input-2 Input-3 Input-4 Input-5 Input-6 Input-7
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  IOT SYSTEM SERIES

SIS4G485

SMART IOT SYSTEM

SIS4D048 SISWD485

SIG4GTY-MS SIG2MCM-MSSIG4LRN-MS

SMART IOT GATEWAY - MS RS-485 TO ETHERNE T CONVERTOR
ERS-485

• Protocols support TCP,UDP, 
     DHCP, HT TP, Server-Client, 
     TELNET, Modbus TCP
•  In-built HT TP Web Server for
     configuration 
• Support Server and Client 
     working mode
• Interface type : RS-485 & RJ45 

SMART IOT GATEWAY - WEATHERPROOF

SIG4LRN-WP SIG4GTY-WP SIGWGTY-WP

SMART IOT PORT

SIG4LRN

•48 Compatible Nodes 

•Dual 4G SIM slot for NW Redundancy

• MQT T (JSON)

• I/P communication 
    LoRa

• SMS & E-mail alert

• 4-DPDT relays for 
     control action

• SMS & E-mail alert

•48 Compatible Nodes 
•Dual 4G SIM slot for NW Redundancy

• MQT T (JSON)

• Isolated RS-485 Input & Output

• 4-DPDT relays for 
     control action

• 70 Compatible Nodes 

• 4-DPDT relays for 
    control action

• Isolated RS-485 
     Input & Output

•Isolated RS-485 output

• USB logging • USB logging
• USB logging

SIG4LRN-MS

• 32- Nodes 
    MODBUS RTU
• Isolated RS-485 
    Input & Output

• MQTT (JSON) 

•Network Failure Logging

•Settable Alarms • 48- Nodes 
    MODBUS RTU
• Isolated RS-485 
    Input 

• MQTT, HTTP, TCP-IP
    (JSON) Protocol
    

•Network Failure Logging

•Settable Alarms  • SMS, E-mail & 
    Voice Call alerts

• SMS & E-mail alerts

• Dual SIM Slot for  
    NW Redundancy

• Dual SIM Slot for 
     NW Redundancy

• GSM connectivity (4G) • GSM connectivity (4G)

• Universal Data Type

• Universal Data Type

SISLTRH

• LoRa connectivity
     • 2 inbuilt sensors
    Temp. & RH 

• Cloud connectivity 
     via Gateway
     

SIP4DRS

• 48- Nodes 
    MODBUS RTU

• MQTT, HTTP, TCP-IP
    (JSON) Protocol
    

•Network Failure Logging

•Settable Alarms 

• SMS, E-mail & 
    Voice call alerts

• Dual SIM Slot for 
     NW Redundancy

•Settable Alarms

• Isolated RS-485 
    Input and output 

• 48 Nodes MODBUS RTU 

• MQTT(JSON) Protocol

• WiFi connectivity

•Settable Alarms

• Isolated RS-485 Input 

•Network Failure Logging

• 48 Compatible Nodes 
• Dual 4G SIM slot for NW Redundancy

• MQT T  (JSON)  

• I/P communication LoRa

• SMS & E-mail alert

• 48 Compatible Nodes 

•Dual 4G SIM slot for NW Redundancy

• MQT T  (JSON)  

• 48 Compatible Nodes 

• 4-DPDT relays for 
     control action

• 4-DPDT relays for 
    control action

• MQT T (JSON)

• 4-DPDT relays for 
     control action
• SMS & E-mail alert
    via cloud 

• Isolated RS-485 output

• USB logging

• USB logging

• WiFi connectivity

• SMS &  E-mail alert

• Isolated RS-485 Input & Output
• Isolated RS-485 
    Input & Output

LRS - 485
RS-485 TO WIRELESS TRANSCEIVER

Wireless Temperature & Humidity Monitoring System

Smart IoT Gateway 
(SIG4LRN)

LoRa Communicatio
n

Smart IoT System
(NODE-4)

SIG4LRN

SISLTRH

LRS-485

Gas Detector
GT-2511-FLP

Smart IoT System
(NODE-3)

SISLTRH

Smart IoT System
(NODE-2)

SISLTRH

Smart IoT System
(NODE-1)

SISLTRH



CLEAN ROOM MONITOR SERIES

5* FLP - Flameproof Enclosure  * WP - Weatherproof Enclosure  * Kindly ask for detail Catalogue and specification of each product

500

CRM-131-1

•7 Segments L.E.D. display for DP

•User Programmable
    2Nos. Alarms 
    Al1, AL2.
•Software calibration
    facility
•Isolated RS-485
    with Modbus RTU 
    Protocol 

•Range : 
   -1000 to 1000 Pascal

•User Programmable 2 no. Alarms AL1 , AL2.

•Isolated RS-485 with Modbus RTU Protocol 

D.P.  MONITOR

 •Flasher - Red Colour

 •Hooter - 
    Noise level 90db

 •Operating Temp. :
    - 0 to 50°C

•Humidity :Below 90% RH, Non condensing
•Supply voltage : 24VDC ± 10%
•Power consumption : Less than 1.5 Watt at 24VDC

CRM-HTR

 HOOTER /FLASHER  

D.P.  MONITOR (1")   TEMP./RH/D.P. MONITOR(1")
CRM-233-R

Remote 
TRH

 Sensor

°C / %RH

PASCAL

•Isolated RS-485 communication with
   Modbus RTU Protocol
 •Remote Temp. & RH sensor Inbuilt D.P.

•7 Segments
    L.E.D. display 

REMOTE TEMP. / RH SENSOR
CRM-TRH SENSOR

CRM-111-2CRM-111-3

COMBUSTIBLE GAS MONITOR   PROCESS MONITOR 
CRM-485

OXYGEN GAS MONITOR

•Combustible gas 
    indication in % LEL.

•Range : 0 to 100 %LEL

•User Programmable Alarms AL1, AL2.

•Isolated RS-485 with Modbus RTU 

•Oxygen gas 
    indication in % V/V

•Range : 0 to 25 %V/V

•User Programmable Alarms AL1, AL2.

•Isolated RS-485 with Modbus RTU 

•Input and Output RS-485 with Modbus RTU 

  PROCESS MONITOR 
CRM-111-4

4

NH3/CO2 GAS MONITOR

•User Programmable Alarms AL1, AL2.

•Isolated RS-485 with Modbus RTU 

•Temperature Range : 0-50°C 
 •Humidity Range : 0-100%RH 
 

CRM-212-R

 TEMP. & RH MONITOR  

CRM-232-R

  TEMP./RH  MONITOR ( 1")  

•Isolated RS-485 communication with 
   Modbus RTU Protocol

•L.E.D. display 
   Indication for 
   Temp., RH at a time

CRM-313-R

• 7 Segments 
    L.E.D. display 

•Isolated RS-485 communication with
   Modbus RTU Protocol
 •Remote Temp. & RH sensor Inbuilt D.P.

  TEMP./RH/D.P. MONITOR  

Temperature, Humidity & D.P. Monitoring Area

RS-485 to

USB converter

> >
RS-485 O/P

 Smartlog Software for 

Data logging & real time monitoring

>

RS-485 I/P        4 core cable

Hooter cum Flasher  

Smart IoT Gateway (SIG4GTY)

Cloud
 Dashboard

ambeiiot.com

CLOUD MQT T

SMS & E-mail 
 In case of 
excursion 

optional

 Cloud dashboard for real time monitoring 

CRM-111-1

CRM-313-R CRM-313-R CRM-313-R

4 core cable

4 core cable

4 core cable
CRM-212-R CRM-212-R CRM-212-R

5 00 5 00

CRM-111-1

5 00

CRM-111-1

CRM-111-1

20.5
50.3

5 0 0

2 0 .5

50.3
• Remote RH & 
    Temp. Sensor

• Temp.:  -20°C to 60°C,           0.1 Resolution
• Humidity : 0% to 100% RH, 0.1 Resolution
• Isolated RS-485 communication with 
    Modbus RTU Protocol

Remote 
TRH Sensor

Remote 
TRH Sensor

5 0 0

2 0 .5

50.3

5 0 0

2 0 .5

50.3

5 0 0

2 0 .5

50.3

5 00
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 21 CFR PART 11 COMPLIANT SOF TWARE

 * Kindly ask for detail Catalogue and specification of each product * Product images are only for representation, Actual image and size may differ 

 

 TESTING

 

VALIDATION

 R & D

CALIBRATION 

Smartlog Pro - COMPLETE DATA PROCESS SOLUTION

• Support MODBUS RTU/MODBUS TCP/IP  communication protocol.
• Server-client configuration or standalone .
• Real time data monitoring along with graphical representation.
• Multi-user hierarchy level.
• Various report format available such as Tabular (Alarm Report, 
     Alarm Histogram, Data Reports, Audit  Trail Report, Graphical reports).
• Tamper proof data records.
• Supports SQL data base.

• FO, MKT, Min, Max, Avg. calculation.

• Easy alarm identification.

• Digital signature.

• User based device accessibility.

FEATURES

        

DATA REPORT :   Data records with formula’s

ALARM REPORT :  Record High and Low Alarm in Report.

AUDIT REPORT :  Records user’s activity

H - High Alarm L - Low Alarm

Data Report Viewed
14 Records

14 Records

Created By: Ambetronics Created On: 23-11-2021 13:32:15 1 / 6

Checked By: Verified By:

Ambetronics Engineers Pvt. Ltd

Batch Overview         

Data Overview

         

Detail DataLog

         

Channels CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8 CH9 CH10 CH11 CH12 CH13 CH14 CH15 CH16 Remark

Min 34 °C 27.5 °C 32.6 °C 28 °C 34.5 °C 28 °C 28 °C 56 °C 32 °C 28 °C 28 °C 28 °C

Max 34 °C 27.8 °C 32.8 °C 28 °C 34.8 °C 28 °C 28 °C 58 °C 32 °C 28 °C 28 °C 28 °C

Avg 34 °C 27.6 °C 32.7 °C 28 °C 34.6 °C 28 °C 28 °C 56 °C 32 °C 28 °C 28 °C 28 °C

FO 20772.269 1095.2451 11328.402 1310.6415 27745.956 1310.6415 1310.6415 665205954 8269.5893 1310.6415 1310.6415 1310.6415

MKT 34 °C 27.61 °C 32.68 °C 28 °C 34.63 °C 28 °C 28 °C 56.36 °C 32 °C 28 °C 28 °C 28 °C

Sr.N
o

Time/Date
(dd/mm/yyy

y)

CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8 CH9 CH10 CH11 CH12 CH13 CH14 CH15 CH16 Remark

1 23/11/2021
13:30:11

2 23/11/2021
13:30:41

3 23/11/2021
13:31:11

4 23/11/2021
13:31:41

5 23/11/2021
13:32:11

17-B, Tarun Industrial Estate

 Old Nagardas Road, Mogra Pada

 Andheri (East), Mumbai- 40006 9

Batch Number 123ABC Protocol Modbus 485 Start Time  11/23/2021 2:31:34 Batch Size 26

Harshal Location Andheri E Stop Time 11/24/2021 2:31:34 Batch Name XYZBatch Operator Name

Product Name LoggerData Equipment Id/Type SensorTemp Code No. of tank 9874 Min req Tare Weigh t 54

23-Nov-2021 13:32:15Report of  UIP 1600D For The Period 23-Nov-2021 13:30:02 To 

Ambetronics Engineers Pvt. Ltd

34 °C-H 27.6 °C-L 32.6 °C 28 °C-L 34.6 °C-H 28 °C 28 °C 56 °C OPEN OPEN 32 °C OPEN 28 °C OPEN 28 °C 28 °C

Created By: Ambetronics Created On: 23-11-2021 13:32:15 1 / 1

Checked By: Verified By:

34 °C-H 27.6 °C-L 32.6 °C 28 °C-L 34.7 °C-H 28 °C 28 °C 56 °C OPEN OPEN 32 °C OPEN 28 °C OPEN 28 °C 28 °C

34 °C-H 27.5 °C-L 32.7 °C 28 °C-L 34.5 °C-H 28 °C 28 °C 56 °C OPEN OPEN 32 °C OPEN 28 °C OPEN 28 °C 28 °C

34 °C-H 27.6 °C-L 32.6 °C 28 °C-L 34.6 °C-H 28 °C 28 °C 56 °C OPEN OPEN 32 °C OPEN 28 °C OPEN 28 °C 28 °C

34 °C-H 27.6 °C-L 32.6 °C 28 °C-L 34.8 °C-H 28 °C 28 °C 56 °C OPEN OPEN 32 °C OPEN 28 °C OPEN 28 °C 28 °C

H - High Alarm L - Low Alarm

Company 
Logo

Company 
Logo

Company 
Logo

AMBETRONICS ENGINEERS PVT. LTD.

AMBETRONICS ENGINEERS PVT. LTD.

AMBETRONICS ENGINEERS PVT. LTD.

CLOUD SOFTWARE - COMPLETE DATA PROCESS SOLUTION

• Real time data monitoring along with graphical
    representation.

• Multi-user hierarchy level.

• Various report format available such as Tabular 
    (Alarm Report, Alarm Histogram, Data Reports, 
     Audit  Trail Report, Graphical reports).

• Tamper proof data records.

• Supports SQL data base.

• FO, MKT, Min, Max, Avg. calculation.

• Easy alarm identification.

• Digital signature.

• User based device accessibility.

FEATURES

Cloud
 Dashboard

ambeiiot.com

CLOUD MQT T

SMS & 
E-mail alert

  



TEMP./HUMIDITY TRANSMITTERS/HYGROMETERS/DATA LOGGERS

7* FLP - Flameproof Enclosure  * WP - Weatherproof Enclosure  * Kindly ask for detail Catalogue and specification of each product

• Plug & play tem. logger with 
USB 2.0 connector

• Temp. range : -30~70°C  

• Accuracy : ±0.5°C

• PDF file contains summary, 
graph and detailed data list.

• En12830 and RoHS 
compliance

AZ-88160

• Plug & play PC software & Driver are 
     not required
•External RTD PT 1000 probe for ultra low temp.
• Temp. range : -100~120°C  
• Accuracy : ±0.5°C

AZ-88164

• Plug & play PC software & Driver are 
     not required
• Built in PT 1000 sensor for dry ice temp.
     measuring
• Temp. range : -80.0~70.0°C   
•Accuracy : ±0.5°C for full range

AZ-88165

 TEMP. & RH USB DATA LOGGER

• Plug & play temp. & %RH logger with 
    USB 2.0 connector
• Temp. range : -30 ~70°C, 
• RH range : 0.1~ 99.9 %RH
• En12830 and RoHS compliance

 88162

Range     : -30°C to 70°C
Report    : PDF 
Memory : 8, 192

Temp. Accuracy  : 0.5°C 

Logging Interval : 30 Sec., 
5, 10, 30, 60,90,120 min.

Shelf Life    : 12 months

Resolution : 0.1°C

SINGLE USE TEMP. 
DATA LOGGER

Hooter cum Flasher - Weatherproof3 Barrier Connector

• Zero resistance 
    for RTD Teflon cable

RS-485 to USB Converter

• For connecting 
    Data Logger to PC

USB-RS485

• Sound level : 90 dB

•Stainless Steel 316 / 304

•24VDC/IP66

HCF-WP-S-RH

• Red/Green/Amber Flasher

• Sound level : 95 / 100 dB

• M-20 Connection
• 24 VDC Supply

HCF-FLP-IIC

Accessories

• Differential Pressure measurement

• Range : -100 to 100 mmWC

• Display in mmHG, hPa, Pascal

• Battered powered

•  Rechargeable Battery 

• 50,000 log records

• USB interface to computer 

    for download data
TRP-100 

DIFFERENTIAL PRESSURE ME TER

DIF PRESSURE   -40° C TO 20° C:

BUZZ

AL1 AL2 CHG USB

AL1 AL2 

• Temperature &  Humidity 

    indication

• Battery operated 

•  Rechargeable Battery 

           • 50,000 log records

           • USB interface

           •Max. 5 meter extended

              sensor probe available

• 4 Nos. parameter

• DP or Absolute

    Pressure indication

• Battery operated 

•  Rechargeable Battery 

• 50,000 log records

• USB interface

• Extended probe availableTRP-100 

THERMO HYGRO DP ME TER

TEMPERATURE    

HUMIDITY               

DEW POINT           

DIF PRESSURE   -40° C TO 20° C

-60° C TO 30° C

-20° C TO 70° C

0% RH TO100% RH

:
:
:
:

BUZZ

AL1 AL2 CHG USB

AL1 AL2 

TRP-100 

HYGROMETER

TEMPERATURE    

HUMIDITY               

DEW POINT           -60° C TO 30° C

-20° C TO 70° C

0% RH TO100% RH

:
:
:

BUZZ

AL1 AL2 CHG USB

AL1 AL2 

• Temp. & Humidity indication
• Temp.       : -20°C to 70°C
• Humidity : 0 - 100% RH
• Battery operated 
•10 days backup
•  Rechargeable Battery 
• 50,000 log records
• USB interface to computer

TRP-100-1 TRP-100-2 TRP-100-3/4 TRP-100-5

TEMPERATURE & HUMIDITY INDICATOR (BATTERY OPERATED DEVICE) BAT TERY POWERED
 CLEAN ROOM MONITOR

•Temp. Range : -30°C to 70°C

• Report    : PDF, Excel

• Memory : 40,000 reading

• Temp. Accuracy : ± 0.5°C

• Software : 21CFR Part11 
                         Compliant

TEMPERATURE LOGGER

EBI-20T1  

TEMPERATURE/RH LOGGER
  EBI-20TH1

•Temp. Range : -30°C to 70°C

•Report       : PDF, Excel

• Memory   : 40,000 reading

• Temp. Accuracy : ± 0.5°C

• Software : 21CFR Part11 
                         Compliant

•RH Range : 0 to 100%

• RH Accuracy : ± 3% (10%  to 90%) rest ±4%

  USB DATA LOGGER

EBI-300  

Part : DS1922L-F5  : • Range:-40°C to 85°C

•Temp. Accuracy  :± 1°C (-30°C/+70°C)
•Memory: 2K

Part : DS1921G-F5 : •Range : -40°C to 85°C

• Temp. Accuracy:  0.5°C (-10°C/+65°C)±
• Memory: 8K

ii-Button

BUT TON TYPE TEMP. DATA LOGGER

Range : -30°C to 70°C
Temp. Accuracy : ± 0.5°C 
(-20°C to +40°C) & 
rest ±0.8°C

Report    : Automatic PDF 
Memory : upto to 1,20,000

EBI-310  

•Range : -30°C to 70°C
•Accuracy (internal) :  ± 0.5°C 
   (-20°C to +40°C) & rest ±0.8°C

•Accuracy (external) : ± 0.5°C 
    (-20°C to +40°C)  & rest ±1.0°C

• Prob humidity : Capacitive

•Protection Class : IP 20

  USB DATA LOGGER

EBI-300-TH

EBI-300  TE

•Probe : NTC, Stainless steel

•Range (external) : -35°C to 70°C

•Range (internal) : -30°C to 70°C

•Accuracy (external & internal) :
   ± 0.5°C (-20°C to +40°C) &  rest ±0.8°C

 
 HYGROMETER, DEW POINT, DIFFERENTIAL /ABSOLUTE PRESSURE METER SERIES

TEMPERATURE USB DATA LOGGER 

Hooter cum Flasher - Flameproof

•Range : -35°C to 75°C

•Accuracy : ± 0.2°C 
   (-30°C ... +30°C) & 
   rest ± 0.5°C

•Resolution : 0.1°C

•Sensor : PT 1000

TRH-100-WP

with extended probe

Maximum 5 meter

TRH-100-WP TRH-100-FLP
• Battery operated, L.C.D.
     Display with Backlight
• Battery life of 1 year
• Unit indication, Min/Max
    /Average function Auto 
   or Manual reset facility

20.5

50.3

    

•Rechargeable battery, RTC.
• CMRI Tested Enclosure

•Max. 5 meter extended sensor probe available 
•Exd IIC T6 •IP-66

CRM-142-E
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• 2 Line 4 digit 
    segmental 
    L.C.D display
 

• Battery status indication, 
    Low Battery message on display.
• Min / Max / Average value indication with 
    Auto / Manual reset function

• Inbuilt RTC• One year battery life

• Indication for 
     Temp., Humidity

• Battery operated, L.C.D. 
Display with Backlight  

• Battery life 1 year
• Unit indication, Min/Max /  

Average function Auto or 
Manual reset facility

• Rechargeable battery, RTC.
•  Max. 5 meter extended 

sensor probe available
•  IP-65
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THERMAL MAPPING OF STORAGE AREA

Why Thermal Mapping required ?

Services Offered

•  Computer System Validation (CSV) complying regulatory requirements of good automated machine practice (GAMPS) 
     USFDA 21CFR Part 11

•  Thermal / RH Validation Complying regulatory requirements of WHO (World Health Organisation)

•  System Qualification

• Annual Maintenance Contract (AMC)/ Comprehensive Maintenance Contract (CMC)

• Calibration Services (On-site / In-house)

Temperature 
& Humidity 
Data Logger

• Homogeneous temperature distribution within storage areas

• To identify routine monitoring locations i.e. Hot-Spot & Cold-Spot.

• To check the performance of a controlled warehouse

• To determine the cold and warm regions of the warehouse

• To identify and improve temperature/humidity ranges

• To determine seasonal variation within warehouse

• To re-validate the location of the existing fixed sensors of the current monitoring system

AMBETRONICS ENGINEERS PVT. LTD.
17-B, Tarun Industrial Estate, Mogra Pada, New Nagardas Road, Andheri (E.) Mumbai - 400 069, India. 

 

 
Follow us on  

sales8@ambetronics.com
sales11@ambetronics.com

+91-22-61673056
+91-22-61673021/22

+91-93207 37646
+91-91674 18106
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